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Soft Sealing Ear Tips: Ensures a secure, comfortable fit for extended use.

High Acoustic Sensitivity: Detects faint sounds for accurate diagnoses.

Ergonomic Binaural Tube: Angled for comfort and prolonged use.

Double-Sided Chest Piece: Allows easy switching between high and low frequencies.

Durable Aluminium Chest Piece: Epoxy-coated for longevity, with a non-chill rim for patient comfort.

»

»

»

»

»

Durable Stainless Steel Chest Piece: Ensures long-lasting performance.

Double-Sided Chest Piece: Switch between bell and diaphragm for versatility.

Optimal Sound Capture: Diaphragm (4.5 cm) and bell (3.2 cm) ensure precise acoustics.

Spare Accessories: Includes diaphragms and siliconized ear tips for convenience.

High Acoustic Sensitivity: Delivers clear, accurate diagnoses.

Latex-Free PVC Tube: Soft, flexible, and safe for extended use.

Ergonomic Design: Angled binaural tube with a secure diaphragm retaining ring.

Imported Diaphragm: Exceptional sound clarity and response.

Five-Year Warranty: Unmatched peace of mind.

»

»

»

»

»

»

»

»

»

Lightweight Aluminum Chestpiece: Anodized for durability and performance.

Double-Sided Chestpiece: Switch seamlessly between bell and diaphragm.

High-Sensitive Diaphragms: Exceptional sound clarity on both sides.

Durable Components: Chrome-plated brass diaphragm ring and angled binaural tube 

with a stainless steel spring.

Latex-Free PVC Tube: Soft, flexible, and safe for prolonged use.

Ultra-Sensitive Diaphragm: Enhanced amplification and high-frequency response.

Spare Accessories: Includes diaphragms and siliconized ear tips for extended usability.

Five-Year Warranty: Comprehensive coverage for peace of mind.

»

»

»

»

»

»

»

»
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comfort.

Dulcet®
Black Stethoscope

Product
Specifications:

2 Years Warranty

Light weight aluminium sand anodized chest piece.

High acoustic sensitivity.

PVC 'U' shaped tube, Soft sealing ear tips.

Grey chrome plated 5 mm headset comfortably angled.

Grey chrome plated metal ring.

-

-

-

-

-

-

IndoSurgicals®

IndoSurgicals®

SILVERY®

STETHOSCOPE

SILVERY® II-SS 

STETHOSCOPE

IndoSurgicals®

SILVERY® III

STETHOSCOPE

15007
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SILVERY® III-SS

STETHOSCOPE
Stainless Steel Chestpiece: Precision-machined for durability and performance.

Double-Sided Design: Switch between bell and diaphragm for versatile use.

High-Sensitive Diaphragms: Ensures superior sound clarity and accuracy.

Durable Components: Zinc-plated brass diaphragm ring and angled binaural tube with a 

stainless steel spring.

Latex-Free PVC Tube: Soft, flexible, and safe for extended use.

Ultra-Sensitive Diaphragm: Amplifies sound with crisp high-frequency response.

Spare Accessories: Includes diaphragms and siliconized ear tips for extended usability.

Five-Year Warranty: Comprehensive coverage for peace of mind.

»

»

»

»

»

»

»

»
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Solid Stainless Steel Chest Piece.

High Acoustic Sensitivity.

Brass Chrome Plated Metal Ring.

P.V.C. 'U' Shaped Tube.

Soft Sealing Eartips

Comfortably Angled Stainless Steel Headset.

-

-

-

-

-

-

IndoSurgicals®
DULCET® PAEDIATRIC/NEONATAL STETHOSCOPE

Soft and comfortable ear tips

Anatomically angled binaural tube

Metal Chrome Plated Chest Piece & Ring

High acoustic sensitive diaphragm delivers superior quality sound

Long lasting metal diaphragm retaining ring for easy replacement of

diaphragm

-

-

-

-

-

IndoSurgicals®
DULCET® II-BR PEDIATRIC/NEONATAL STETHOSCOPE

SKU: 15131

High acoustic sensitivity.

P.V.C. 'Y' shaped tube.

Anatomically correct headset and comfortably angled.

-

-

-

IndoSurgicals®
CARDIOLOGY STETHOSCOPE

Accurate Fetal Heartbeat Monitoring

Enhanced Acoustic Sensitivity

Durable and Long-Lasting

-

-

-

IndoSurgicals®
PINARD FETAL STETHOSCOPE

SKU

15009

15132

Chest Piece

Aluminium

Stainless Steel

SKU

15029

15030

Type

Pinard foetal, aluminium

Pinard foetal, plastic

Durable Lightweight Aluminium Chest Piece

High Acoustic Sensitivity

Latex-Free PVC Tube

Soft Sealing Ear Tips

Anatomically Angled Binaural

Secure Metal Diaphragm Ring

-

-

-

-

-

-

IndoSurgicals®
SILVERY® TEACHING STETHOSCOPE (DOUBLE TUBE)

SKU: 15024

SKU: 15320
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15000 - Sphygmomanometer Mercury

Portable model made of Aluminium pressure die cast body

Epoxy powder coating texture paint

Clear-cut scale of 0-300 mmHG with a reading accuracy of 1 mmHG

Superior quality cuff with extra wide Velcro fasteners

First grade quality virgin material used.

Purity of mercury 99.99 percent.

0 to 300 mm of Hg scale with elegant finish, fine numbering and durable background 

contrast paint for clear visibility.

»

»

»

»

»

»

»

15003 - Digital Blood Pressure Monitor

Segment LCD Display: The device features a clear segment LCD display, ensuring easy 

and accurate reading of blood pressure measurements.

Power Supply: Operates on 4*AAA dry batteries, providing a reliable and portable 

power source.

Measurement Method: Designed for upper arm measurement, ensuring accurate and 

consistent readings.

Pressure Range: Measures blood pressure within a range of 0mmHg to 299mmHg, 

suitable for various patient needs.

»

»

»

»

Sphygmomanometer, Aneroid Type

Sphygmomanometer, Aneroid Type

With dial reading upto 300mm/hg.

Complete inflation system

Supplied in a pouch

»

»

»

»

Pressure range : 0-300mmHg

Accuracy : +- 3mmHg

Cuff Scope : 22-23cm

LCD instead of mercury

No pollution, measurement accuracy

Suitable for Hospital, Clinic & Home

»

»

»

»

»

»

hts reserved.

ackground

15002 - Digital Sphygmomanometer, Mercury Free

Wide base provided for perfect erection

Height of the instrument well suitable for normal bed height

Superior quality cuff with extra wide Velcro fasteners

Extra coiled rubber tubing for additional distance coverage (Optional)

Best Quality Caster wheels for easy and free movement

Stand made from CRC sheet is chemically treated and powder coated to prevent rusting

First grade quality virgin material used.

Purity of mercury 99.99 percent.

»

»

»

»

»

»

»

»

15005 - Blood Pressure Monitor, Mercury (Stand Model)

Measurement Range : 0-300 mmHg

Inflation method : Inflation and air release by manual

Display : Square aneroid scale (0-300mmHg)

Standard cuff size

Cuff material : Deluxe with cotton

Base color : Blue

Self-zero function

Specialize : Heavy base and save lots of space

»

»

»

»

»

»

»

»

15141 - Sphygmomanometer Aneroid Table Top Model

Thermometer, Clinical Economy Model Oral.

Prismatic type Lens front.

Dual scale Cylindrical bulb.

Range: 35-42ºC & 94-108ºF

Accuracy ± 0.1ºC & ± 0.2ºF

In plastic case.

»

»

»

»

»

»

SKU

15001

15004

Colour

Green

Black

15031 - Mercury Thermometer
Clinical, Prismatic Dual Scale

Rectal Thermometer, Prismatic.

Pear shaped bulb.

Range - 35-42ºC & 95-108ºF

In plastic case.

»

»

»

»

15032 - Thermometer Rectal

Most reliable and simple Mercury Glass 

Basal Thermometer

Pinpoint accuracy for fertility charting - lab 

certified.

»

»

15035 - Basal Body Temperature
Thermometer for Fertility

Numeric display - easy to read with Beep 

Alert. In plastic case.

Mercury Free (environmental friendly)

Unbreakable, High Precision

Range: 32-42ºC & 89.6-109.4ºF

Display Resolution: 0.1ºC & 0.1ºF

Easy Replaceable Battery, Auto power off 8 

minutes

Last measurement memory

Digital thermometer can be used orally, 

rectally & under armpit

»

»

»

»

»

»

»

»

Clinical Thermometer for Armpit use

Test body temperature

Easy to read mercury thermometer

Temperature range: 35 to 42ºC & 94-108ºF

Accuracy: 0.1 in C scale / 0.2 in F scale

»

»

»

»

»

15034 - Oval Clinical
Thermometer

15036 - Infrared Thermometer
(Touch Free)

15033 - Thermometer Digital

Power Source: 2 AAA Battery

LCD Display

Fast Reading,

Measured on Forehead,

No Probe Covers Needed,

15 Reading Memory

Auto Shut OFF

»

»

»

»

»

»

»
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15037 - Non-Sterile Wooden Tongue Depressor
(Pack of 400 Pcs.)

Non sterile tongue depressors

For oral use, spreading ointments, mixing medications or for use as small splints.

Clean and smooth with no odor or taste.

6" hard wood tongue depressors.

400 tongue depressors per box.

»

»

»

»

»

15102 - Non-Sterile Standard Wooden Tongue Depressor
(Pack of 100 Pcs.)

Non sterile tongue depressors

For oral use, spreading ointments, mixing medications or for use as small splints.

Clean and smooth with no odor or taste.

6" hard wood tongue depressors.

100 tongue depressors per box.

»

»

»

»

»

Sterile Tongue Depressor

High quality wood

For oral use, spreading ointments, mixing medications or for use as small splints.

Individually packaged in an easy-peel package

Clean and smooth with no odor or taste.

6" hard wood tongue depressors.

100 tongue depressors per box.

»

»

»

»

»

»

»

hts reserved.

plints.

plints.

plints.

15103 - Sterile Standard Wooden Tongue Depressor
(Pack of 100 Pcs.)

S-Shaped Design: Ergonomically designed for comfort and precision, enhancing 

control during patient examinations.

Surgical Grade Stainless Steel: Made from durable, corrosion-resistant, 

non-magnetic stainless steel for long-lasting use and easy cleaning.

Non-Sterile: Suitable for non-invasive procedures like routine check-ups where 

sterility isn't required.

Pack of 2: Conveniently includes two tongue depressors, ideal for medical profes-

sionals and healthcare facilities.

»

»

»

»

Smooth Edges: Carefully polished for patient comfort and safety, ensuring a gentle 

experience during examinations.

Non-Sterile: Ideal for routine check-ups and non-invasive procedures where 

sterility isn’t required.

Premium Stainless Steel: Made from surgical-grade, non-magnetic stainless steel 

for durability, corrosion resistance, and easy maintenance.

Ergonomic L-Shape: Offers superior control and precision for accurate diagnostics 

and efficient maneuvering.

»

»

»

»

15038 - Stainless Steel Tongue Depressor

15101 - Stainless Steel Tongue Depressor L-Shape (Set of 3)

15404 - Medical Reflex Hammer Set

Wartenburg Pinwheel: 8" stainless steel, tests sensory and pain responses.

Babinski Hammer: Elicits reflexes with comfort and precision.

Taylor Hammer: Triangular head for reflex and percussion tests.

Buck Hammer: Includes needles and brushes for sensory testing.

Queen Square Hammer: Comprehensive reflex testing with a tapered handle.

»

»

»

»

»

15039 - Queen Square Reflex Hammer

Effective Design: Queen Square pattern ensures accurate neurological assessments.

Chrome-Plated Head: 50mm grooved disc with a stable rubber ring.

Weighted Head: Soft rubber ring provides effective, comfortable stimulus.

Nylon Handle: Flexible, tapered handle ensures control and precision.

Pointed Tip: Ideal for plantar and abdominal reflex testing.

»

»

»

»

»

15040 - Percussion Model Taylor Reflex Knee Hammer

Effortless Testing: Taylor hammer ensures easy, comfortable reflex assessments.

Balanced Handle: Weighted, chrome-plated design for accurate control.

Triangular Rubber Head: Beveled edges for precise reflex and percussion tests.

Secure Design: Firmly attached head for consistent performance.

Pointed Tip & Brush: Versatile for cutaneous and plantar reflexes.

»

»

»

»

»

15403 - Taylor or Tomahawk Neurological Reflex Hammer

Original Design: Faithfully replicates Dr. John Madison Taylor’s proven reflex hammer 

design.

Modern Enhancements: Combines the original design with updated features for 

optimal performance.

Latex-Free: Safe for patients with latex allergies.

Versatile Use: Suitable for reflex testing, chest sound assessment, and abdominal 

percussion.

Weighted Handle: Anodized for balance and precise control during examinations.

»

»

»

»

»

16115 - Queen Square Reflex Hammer with Pointed
Stainless Steel Tip

Pointed Stainless Steel Tip: Ideal for eliciting plantar and abdominal responses.

Effective Design: Queen Square pattern ensures accurate myotatic, plantar, and 

abdominal reflex testing.

Chrome-Plated Brass Disc: 50mm disc with a grooved surface securely holds the 

rubber ring.

Weighted Head & Soft Rubber Ring: Provides effective stimulation for myotatic 

responses with patient comfort.

Flexible Nylon Handle: Slender and tapered for a comfortable grip and precise control.

»

»

»

»

»
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15063 - Blood Glucose
Monitoring System

15065 - ACCU-CHEK Active
Glucometer Monitor with Strips

15066 - ACCU-CHEK Active
Test Strips

16132 - Maddox Wing 16138 - LED Indirect
Ophthalmoscope

16140 - Red/Green Diplopia
Goggles

15070 - Trial Frame 15072 - Schiotz Tonometer 15073 - Trial Lens Set in
Wooden Box

High quality agate bearing for an 

extremely long service life.

Precision measurement on a scale of 0 to 

20 subdivisions and 0 to -1 sub-divisions.

Perfect reading of the scale with red 

pointer

Supplied with three weights (5.5 g, 7.5 g, 10 

g) and a conversion table

»

»

»

»

Fixed Bridge

Adjustable Temple Length

Made of Light weight Metal and Plastic

Equipped with the capacity to hold 8 trial 

lenses, offering convenience and easy 

accessibility during the examination 

process.

»

»

»

»

Accurate Strabismus Testing: The Maddox 

Wing is used to assess eye alignment and 

diagnose strabismus.

Adjustable Design: Features adjustable 

prisms for precise measurement of eye 

deviations.

Portable and Easy to Use: Compact design 

allows for convenient use in clinical settings 

and at home.

»

»

»

Bright LED Illumination: Provides clear, 

bright light for detailed retinal examinations.

Adjustable Focus: Allows precise control 

over light intensity and focus for accurate 

assessments.

Comfortable Design: Lightweight and 

ergonomic, ensuring ease of use during 

prolonged exams.

»

»

»

Diplopia Detection: Used to assess and 

diagnose double vision by creating a 

controlled visual environment.

Red/Green Lenses: Features red and green 

filters to separate visual fields for testing 

eye alignment.

Comfortable Fit: Adjustable design for a 

secure and comfortable fit during examina-

tions.

»

»

»

Golden Silver Metal Ring in Wooden Box.

Reduced aperture lenses fitted in a nodi

zed metal mounts.

Consisting 225 lenses.

+/- sph 32 pairs each.

+/- cyl 20 pairs each.

10 Prisms, 7 Accessories.

»

»

»

»

»

»

Used by medical professionals to test reflexes and muscle responses.

Stainless Steel Construction: Durable, easy to clean, and smooth for comfortable use.

Precise Percussion: Elicits muscle, superficial, and abdominal reflexes with minimal 

effort.

Multi-Functional: Suitable for medical exams, massage therapy, and nerve diagnosis.

Lightweight & Portable: 14.5 cm in length, easy to carry and store.

Adjustable Design: Customizable angle (up to 180°) and adjustable arm tightness.

Ruler for Measurement: Includes scale for accurate abdominal reflex and skin 

tenderness tests.

»

»

»

»

»

»

»

98151 - McGill Reflex Hammer

High-Quality Construction: Made of rustproof German surgical stainless steel for 

durability.

Rolling Fan Design: Non-slip handle ensures ease of use during exams.

Metal Spikes: 22 spikes create strong sensations for accurate nerve reaction testing.

Sterilizable: Can be sterilized for hygienic clinical use.

International Size: 7 inches long, meeting standard size requirements.

Rotating Pinwheel: Smooth, consistent skin contact with a freely rotating design.

»

»

»

»

»

»

15339 - Wartenberg Pinwheel

3-IN-1 Design: Combines a needle and brush for comprehensive neurological testing.

Chrome-Plated Handle: Durable, easy to clean, and comfortable for precise use.

Synthetic Rubber Head: Two-sided head for both myotatic and cutaneous reflex 

testing.

Integrated Brush & Needle: Concealed tools for detailed neurological exams.

Compact Size: 7 1/2 inches, ideal for accurate percussion and reflex testing.

Latex-Free: Safe for patients with latex allergies.

»

»

»

»

»

»

15401 - Buck Hammer

Adjustable Head: Circular head can be positioned perpendicular or parallel for 

versatile use.

Pointed Bottom: Functions as a gross aesthesiometer for sensory testing.

Dimensions: 9" shaft and 1-2/3" diameter head for balanced reflex testing.

Durable Construction: Latex rubber head ensures durability and reliable performance.

»

»

»

»

15041 - Babinski Hammer

Power : AC230V, 50 HZ/60Hz

Medication Capacity : 5ml

Sound Level : around 60 dBA

Maximum Medication Capacity: 13ml

Average Nebulization Rate: Min. 0.2ml/min.

Compressor Pressure Range: 30 - 36 psi (210 to 250 Kpa/2.1 to 2.5 bar)

Operating Pressure Range : 8-16 psi (50 to 100 Kpa/0.5 to 1.0 bar)

Liter Flow Range : 6-8 lpm

Standard accessories : Dependable compressor, Nebulizer, Air Tube, Angled Mouth 

Piece, 5 Air Filters, Connecting Tube

»

»

»

»

»

»

»

»

»

15060 - Nebulizer - Piston Compressor Type
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Dual Functionality: Includes both ophthalmoscope for eye exams and otoscope for ear 

examinations in one set.

High-Quality Optics: Provides clear, detailed views of the eye and ear for accurate 

diagnosis.

Durable Construction: Built with robust materials for long-lasting, reliable performance.

Adjustable Settings: Features adjustable light intensity for optimal visibility in varying 

conditions.

Portable and Convenient: Compact and easy to carry, making it ideal for both clinical 

and home use.

»

»

»

»

»

16130 - Ophthalmoscope & Otoscope Set

Superior Optics: Clear visualization with three-times magnification and high-quality 

illumination.

Hygienic Design: Reusable ear specula in three sizes for convenience and hygiene.

Portable: Battery-operated, lightweight, and easy to carry for on-the-go use.

Durable Quality: Crafted for long-lasting performance, trusted by healthcare 

professionals.

Deluxe Features: Rotating lens and halogen light for enhanced clarity and minimal 

reflections.

»

»

»

»

»

15055 - Otoscope

Smart, portable & convenient for mobile inspection

Observed images of the fundus are sharp and upward

Halogen bulb with even illumination shows the true color of ocular issues

Brass handle, bright chrome plated outside, use two C batteries, One spare halogen 

bulb, yellow light, bulb: 2.5V, 0.6A, supplied with two non rechargeable cell

»

»

»

»

15075 - Ophthalmoscope Set

Comprehensive Test: Includes 38 plates to accurately diagnose red-green color 

vision deficiencies.

High-Quality Design: Clear and durable plates ensure reliable and long-term use.

Standardized Tool: Trusted worldwide by medical professionals for assessing color 

blindness.

User-Friendly: Easy-to-follow format for both clinicians and patients.

Portable: Compact and lightweight, suitable for use in clinics, schools, or on the go.

»

»

»

»

»

15077 - Ishihara's Test Book for Colour Deficiency (General Quality)

Comprehensive Test: Includes 38 plates to accurately diagnose red-green color 

vision deficiencies.

High-Quality Design: Clear and durable plates ensure reliable and long-term use.

Standardized Tool: Trusted worldwide by medical professionals for assessing color 

blindness.

User-Friendly: Easy-to-follow format for both clinicians and patients.

Portable: Compact and lightweight, suitable for use in clinics, schools, or on the go.

»

»

»

»

»

15078 - Ishihara's Test Book for Colour Deficiency (Deluxe Quality)

Measurement Range: SpO2: 0-100%, Pulse Rate: 30-250 bpm.

Accuracy: SpO2: ±2% (70-100%), Pulse Rate: ±1 bpm or ±1%, whichever is greater.

Display: Dual-color OLED with blue and yellow colors.

Brightness Levels: Four adjustable levels for optimal display clarity.

Power Supply: Standard AAA batteries, providing long battery life.

Auto Power-Off: Automatically turns off after 5 seconds of no signal detection.

Weight: Lightweight and portable, ideal for both clinical and home use.

Dimensions: Compact design for easy portability and convenience.

»

»

»

»

»

»

»

»

15146 - CMS50D1 Fingertip Pulse Oximeter

SPO2 ,Pulse Rate,Pleth wave form

Simple Operation for fast & easy spot-checks

Dual-colur OLED display (blue and yellow)

Wider viewing angle,clear an d comfortable

Six modes of display direction adju stable by pressing the buton shortly

Four levels adjustable brightness

Automatic power-off without signal with in 5seconds

Display format can be saved after power off

Battery status display and low battery voltage indication

»

»

»

»

»

»

»

»

»

15133 - Fingertip Pulse Oximeter

Display Mode: 1.77” color screen.

Screen Resolution: 128*160.

SpO2 Measuring Range: 0%-100% (resolution is 1%).

Accuracy: 70%-100%: ±2%, 0%-69%: unspecified.

PR Measuring Range: 30bpm~250bpm (resolution is 1bpm).

Accuracy: ±2 bpm (30 bpm ~ 99 bpm), ±2% (100 bpm ~ 250 bpm).

Low Perfusion Accuracy: SpO2 and pulse rate can be shown correctly when the 

pulse-filling ratio is 0.4%. SpO2 error is ±4%, pulse rate error is ±2 bpm (30 bpm ~ 99 

bpm), ±2% (100 bpm ~ 250 bpm).

»

»

»

»

»

»

»

15142 - CMS60C Handheld Finger Clip Pulse Oximeter

Compact & Portable: Lightweight and easy to carry, ideal for emergency and mobile 

healthcare.

Comprehensive Display: Shows SpO2, pulse rate, bar graph, and pulse waveform.

Adjustable & User-Friendly: Features adjustable brightness, sound indication, and a 

simple operation menu.

Data Management: Supports data storage, review, real-time transmission, and 

computer upload.

Alerts & Indications: Low-voltage, overrun alarms, and battery capacity display 

ensure proper operation.

»

»

»

»

»

15143 - CMS60D Handheld Portable Ambulance Pulse Oximetry

SpO2 & Pulse Display: Shows oxygen saturation, pulse rate, bar graph, and waveform.

PI Display: Displays Perfusion Index for additional monitoring insights.

Battery & Power Alerts: Low-power indication and battery status display.

Adjustable Settings: Brightness, volume, and display mode customization for user 

comfort.

Alarm & Review Functions: Customizable alarms for SpO2 and pulse rate with data 

review capability.

Real-Time Data Upload: Supports real-time data transfer to a computer.

Dual Power Supply: Operates on AC or internal battery power for flexibility.

»

»

»

»

»

»

»

15144 - CMS70A Table Top Portable TFT Screen Pulse Oximeter
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Digital Signal Processing: High-quality ECG waveform via power frequency, baseline, 

and EMG filters.

High-Resolution Thermal Printing: 8 dot/mm system for clear and precise recordings.

Recording Frequency: Up to 150Hz.

User-Friendly Interface: Multi-language support.

AUTO/Manual Mode: Enhanced operational efficiency.

Battery Life: Up to 7 hours standby, 4 hours continuous printing.

Recording Capacity: Up to 150 pieces of ECG waveform.

»

»

»

»

»

»

»

15135 - CMS100G ECG Machine Single Channel

Portable Design: Compact and ideal for indoor, outdoor, and ambulance use.

User-Friendly: Simple interface for easy operation.

Rechargeable Battery: Reliable lithium-polymer battery ensures uninterrupted use.

Comprehensive Monitoring: Supports adult, pediatric, and neonatal patients.

High-Resolution Display: 2.8'' color TFT LCD with visual and audible alarms for critical 

parameters.

Data Storage: Stores up to 2000 NIBP and 78,000 SpO2 entries with trend review 

capability.

»

»

»

»

»

»

15145 - CMS5100 ICU Medical NIBP SpO2 Portable Patient Monitor

Digital Signal Processing: Ensures high-quality ECG waveform via power frequency, 

baseline, and EMG filters.

High-Resolution Thermal Printing: 8 dot/mm system for clear and precise recordings.

Recording Frequency: Up to 150Hz.

User-Friendly Interface: Supports multiple languages for global accessibility.

AUTO/Manual Mode: Enhances operational efficiency and ease of use.

Battery Life: Built-in rechargeable lithium battery with auto-protection circuit.

Recording Capacity: Can store over 1000 cases for convenient case review and 

statistics.

»

»

»

»

»

»

»

15155 - CMS300G ECG Machine Three Channel

Digital Signal Processing: Ensures high-quality ECG waveform via power frequency, 

baseline, and EMG filters.

High-Resolution Thermal Printing: 8 dot/mm system for clear and precise recordings.

Recording Frequency: Up to 150Hz.

User-Friendly Interface: Supports multiple languages for global accessibility.

AUTO/Manual Mode: Enhances operational efficiency and ease of use.

Battery Life: Built-in rechargeable lithium battery with auto-protection circuit.

Recording Capacity: Can store over 1000 cases for convenient case review and 

statistics.

»

»

»

»

»

»

»

15156 - CMS600G ECG Machine Six Channel

Input Mode: Floating and defibrillation protection

Lead: Standard 12 leads

Patient Leak Current: <10μA

Input Impedance: ≥50MΩ

Frequency Response: 0.05Hz150Hz (-3dB+0.4dB)

Time Constant: ≥3.2s

CMRR: >60dB, >100dB (with filter)

EMG Interference Filter: 25Hz/35Hz (-3dB)

Recording Method: Thermal printing system

Specification of Recording Paper: 210mm (W) × 20m (L) high-speed thermal paper

»

»

»

»

»

»

»

»

»

»

15157 - CMS1200G ECG Machine Twelve Channel

15137 - Pocket Fetal Doppler

Delicate and Compact Design: The Pocket Fetal Doppler is portable and easy to use.

Three Working Modes: Includes Real-time FHR Display Mode, Averaged FHR Display 

Mode, and Manual Mode.

Visual Indicators: Displays FHR values, bar graphs, and heartbeat waveforms in color.

Alarm System: Red alarm when FHR values are out of the normal range.

Display: 1.77" 262K TFT screen.

Fetal Heart Rate: 50-240 BPM, 1 BPM resolution, ±2 BPM accuracy.

Power: DC 3V, <1 W consumption, powered by two 1.5V AA LR6 batteries.

Frequency: 2.0 MHz ± 10% (nominal and working).

»

»

»

»

»

»

»

»

15138 - Pocket Fetal Doppler

Clear Audio Output: Built-in loudspeaker for fetal heart sounds.

Backlit LCD Display: Easy-to-read FHR with a 37mm x 23mm screen.

Dual Monitoring Modes: Realtime and average FHR options.

Battery Versatility: Supports AA alkaline or rechargeable Ni-MH batteries.

Energy Efficient: Automatic power-off after 1 minute of inactivity.

Safety Alarms: Alerts for abnormal FHR and low battery.

Waterproof Probe: 2.5MHz interchangeable probe in blue or pink.

Long Operation Time: Up to 8 hours of continuous use.

Dynamic Indicators: Displays volume, battery status, and FHR graph in real-time.

»

»

»

»

»

»

»

»

»

15136 - Desktop Fetal Doppler

3.5-inch Color LCD: Offers clear and detailed display.

Dual Wave Modes: Supports Continuous and Pulse wave ultrasonic modes.

Built-in Speaker: Provides clear fetal heart audio output.

Auto Power-Off: Conserves battery by switching off when idle.

Waterproof Probe: Interchangeable and easy to clean.

Multiple FHR Modes: Graph, Large Number (real-time/average), & Manual modes.

Convenient Indicators: Displays volume, battery level, and probe frequency.

Alarm Function: Alerts for abnormal FHR readings.

Long Battery Life: Rechargeable batteries enable over 8 hours of continuous use.

»

»

»

»

»

»

»

»

»

15140 - CMS800G Fetal Monitor

Compact Design: Can be placed horizontally or wall-mounted for convenience.

Convertible Color LCD: 60° adjustable screen for clear visualization.

FHR Indicators: Displays normal FHR range (120-160 BPM) and monitoring curves clearly.

Manual Movement Recording: Allows manual tracking of fetal movements.

Alarm System: Alerts for abnormal FHR.

Continuous Monitoring: Real-time tracking for up to 24 hours.

Data Management: Stores, plays back, and prints 12-hour monitoring curves.

Advanced Transducer: 9-crystal broad beam transducer ensures precision.

Networking & Printing: Built-in RJ45 for system connectivity and a high-resolution 

thermal printer.

»

»

»

»

»

»

»

»

»

arly.
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SKU

16126

16127

Measurement Range

60-800 L/min

50-400 L/min

Type

Adult

Child

Peak Flow Meter Adult

Portable Design: Compact, lightweight, and easy to carry.

Three-Zone Management: Categorizes respiratory readings for effective health tracking.

Clear Display: Large, easy-to-read numbers for accurate measurements.

Reliable Performance: Ensures accuracy and repeatability for consistent results.

Hygienic Use: Compatible with disposable mouthpieces to prevent contamination.

Easy Maintenance: Washable design for convenient cleaning.

»

»

»

»

»

»

16158 - Aerosol Spacers with Mask and Valved Holding Chamber

SKU

16157

16158

16159

Size

Small

Medium

Large

One-Way Valve: Ensures efficient inhalation and exhalation for optimal medication delivery.

Comfortable Mask: Soft silicone mask provides a reliable seal and comfort.

Portable Design: Lightweight and ideal for home or clinical use.

Hygienic Maintenance: Easy to clean, with a protective mouthpiece cap.

Safe Materials: Latex and BPA-free, suitable for all patients.

Chamber Volume: 175ml, designed for single-patient use.

»

»

»

»

»

»

CMS6000 Patient Monitor CMS7000 Multi Parameter
Patient Monitor

CMS8000 Multi Parameter
Patient Monitor

CMS9200 Patient Monitor AQUA8 Multi Parameter
Patient Monitor

AQUA12 Multi Parameter
Patient Monitor

SKU

15200

15201

15202

15205

15203

15204

Type

128 Hz

256 Hz

512 Hz

1024 Hz

Set of 3 (128 Hz, 256 Hz, 512 Hz) in Zipper Bag

Set of 4 (128 Hz, 256 Hz, 512 Hz, 1024 Hz) in Zipper Bag

Tuning Fork

A tuning fork is a metal instrument with a handle and two prongs or tines. Tuning forks, 

will vibrate at a set frequency to produce a musical tone when struck. The  vibrations 

produced can be used to assess a person's ability to hear various sound frequencies.

A vibrating tuning fork held next to the ear or placed against the skull will stimulate the 

inner ear to vibrate, and can help determine if there is hearing loss.

»

»

15208 - Aluminium Tuning Fork Set of 5

Set of 5 Tuning Forks: Frequencies include 128 Hz, 256 Hz, 512 Hz, 1024 Hz, and 2048 Hz.

Zipper Bag: Provides secure and convenient storage.

Premium Quality: Made of high-grade aluminium for durability and precision.

Versatile Use: Suitable for hearing tests, bone conduction, healing, and more.

Lightweight Design: Extra-long handles for easy use during tests.

Corrosion-Resistant: Ensures long-lasting performance.

Portable and Professional: Ideal for students and healthcare professionals.

Satisfaction Guarantee: Includes a one-year warranty against defects.

»

»

»

»

»

»

»

»

15405 - Goniometer Set of 3 with Knee Hammer & Measuring Tape

Set of 3 Goniometers: Includes finger, half-circle, and 360° models, made from 

high-quality stainless steel for durability and precise joint angle measurements.

Percussion Knee Hammer: Taylor model with pin and brush for reflex testing to 

assess neurological function effectively.

Measuring Tape: Extends up to 151cm (59 inches) for measuring and documenting 

body dimensions during clinical assessments.

Convenient Zipper Bag: Keeps all tools organized, secure, and easily accessible for 

quick use and transportation.

»

»

»

»

93609 - Podiatry Instrument Kit

4.5" Corn Shaver with Plastic Handle

Cuticle Nipper

4.75" Nail Cutter Barrel Spring Handle

5.5" Nail Cutter Moon-Shape Double Spring

Spoon with Probe Double Ended

Double Ended Blunt Probe with File

Nail File

4.5" Toenail Scissor Straight

4" Nail Cutter Straight Shape

Scraper Fine Triangle Tip Single Ended

»

»

»

»

»

»

»

»

»

»


