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LABORATORY EQUIPMENTS LABORATORY EQUIPMENTS

30000 - Dissecting Monocular Microscope

ABS outer shell can resist collection

At one hundred increments of the total records, the bell sound be heard

Rest knob can easily clear all figures

Available in two variants Five keys & 8 keys with one totalize

Each key can record up to 999, Bell alarm four hundred counted bell
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Dissecting Monocular Microscope is used for study of small organisms and for Dissection work.

Heavy round Cast iron base for greater stability.

Eye piece pipe, knobs & lens holding arm.

It comes with Black and white plate with Wide Square glass stage size 85mm x 75mm having 

two stage clips.

Detachable Hand Rests on both sides.

Focusing by Rack & Pinion mechanism.

Eye Pieces 10x & 20x made of optical Glass.

Revolving arm allowing the whole stage area to be scanned.

Magnification 10x and 20x.

Illumination by Plano-Concave reflector mirror fitted in fork for light reflection.

Complete microscope Packed in export worthy thermocole case with its accessories dust 

cover & cleaning cloth. 
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Light source: illumination fitted builtin base with 6v-20w halogen lamp with solid-state variable controlled transformer alongwith safety fuse.

Objectives: coated and antifungal-treated achromate objective: 4x/5x, 10x, 40x/45x (s.l), 100x oil (s.l). Our microscope’s objectives are well 

parafocalized to each other.

Eyepeices: strain-free and high eye point achromate w.f 10x coated eyepiece pair.

Accessories: vinyl dust cover, duster, cleaning brush, spare bulb and fuse with operating instruction manual in English.

Packing: complete microscope packed in export worthy styrofoam (thermocole) case packing.
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30003 - Senior Medical Microscope

This microscope is use throughout the length and breadth of this country at various levels-High 

school, Universities, Hospitals, Clinical & Pathological Laboratories and Research Institutes.

Body: Heavy U-Shaped Pressure Die Cast base with 90° inclinable body.

Paint: Scratch Proof highly resistant epoxy finish Paint.

Observation tube: Monocular Observation tube inclinable up to 90° and its Mechanical tube length 

160mm.

Nosepiece: Triple revolving nose piece with accurate centring and positive click stops

Focusing controls: Coarse Focusing by Rack & Pinion motion with screw lock to prevent damage 

the slides. And fine focusing Motion by screw lever system with sensitivity of 0.002 mm..

Specimen stage: Fixed Square stage of 120 x 120 mm with detachable graduated Mechanical Stage 

having X and Y movements.It comes with Sub stage Moveable ABBE condenser N.A. 1.25 Fitted with 

double lens with Iris diaphragm to control the aperture and filter mount, which can be moved 

through Rack & Pinion motion by a knob on left side.

Light source: Illumination by plano-concave reflector mirror of 50mm diameter. (Interchangeable 

for electric illuminator 220 V- 15 W directly workable on mains)

Optical Combination: High Grade Achromate adjustable Objectives & Eye Pieces are used for true 

colour & contrast.

Objectives: A-grade Achromatic lens 10x, 40x/45x (SL) and 100x (SL)

Eye Pieces: Huygenian 5x and W.F.10x each.

Magnification : 100x to 1000x

Our objectives and eyepieces are well parafocalised and Antifungal treated as well as Blue coated.

Packing: Complete microscope packed in export-worthy thermocole case and Supplied with dust 

cover, cleaning cloth, lens cleaning paper, Immersion oil for objectives 100x & operating manual in 

English
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Blood Cell Counter

SKU

30150

30152

Type

5 Key

8 Key

hts reserved.

30005 - Advance Pathological Inclined Binocular Microscope

Body: latest designed, convinient and user friendly 45° inclined stable body with epoxy finish paint.

Observation head: big binocular observation head with coated and well collimated prisms. Head 

inclined at 45° and 360° rotatable. It’s interpupillary distance 55 to 75mm with dioptric adjustment 

on left eye tube.

Nosepiece: advance quadrupple ball bearing revolving nose piece with positive click stops.

Focusing system: separate coarse and fine focusing knobs guided on balls.

Specimen stage: left hand side operated coaxial low drive and x-y movement mechanical stage 

120 x 120 for holding the specimen slide.

Condenser: movable bright field abbe n.a 1.25 condenser (superior quality) with iris diaphgragm 

and filter holder can be move by rack and pinion knobs.
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Small Centrifuge without Timer

SKU

Type

Capacity

Mains Input

Max. Speed

Max. R.C.F. 

Size

Weight

Motor

30200

4 x 15 ml

4 Nos. Tubes (Swing Out head)

220v, 50Hz

More Than 3100 RPM

1750 x g

300 (W) x 300 (D) x 245 (H) mm

4.0 Kg. Net

Universal (AC/DC Carbon Brush Type)

30201

4 x 15 ml

4 Nos. Tubes (Swing Out head)

220v, 50Hz

More Than 3100 RPM

1750 x g

300 (W) x 300 (D) x 245 (H) mm

4.0 Kg. Net

Universal (AC/DC Carbon Brush Type)

Small Centrifuge with Timer Auto Stop Model

SKU

Type

Capacity

Mains Input

Max. Speed

Max. R.C.F. 

Timer

Size

Weight

Motor

30202

4 x 15 ml

4 Nos. Tubes (Swing Out head)

220v, 50Hz

More Than 3100 RPM

1750 x g

0 to 30 min.

300 (W) x 300 (D) x 245 (H) mm

4.0 Kg. Net

Universal (AC/DC Carbon Brush Type)

30203

4 x 15 ml

4 Nos. Tubes (Swing Out head)

220v, 50Hz

More Than 3100 RPM

1750 x g

0 to 30 min.

300 (W) x 300 (D) x 245 (H) mm

4.0 Kg. Net

Universal (AC/DC Carbon Brush Type)
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Medium Centrifuge without Timer
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Hematocrit Centrifuge (Digital Timer & RPM)

SKU

Capacity

Mains Input

Max. Speed

Timer

W x D x H 

Weight

Motor

30022

12 Nos. of Capillary Tubes

220v, 50Hz

More Than 12000 RPM

Digital Timer (0 to 60 minutes)

355 x 410 x 280 mm

15.0 Kg. Net

Universal (AC/DC Carbon Brush Type)

30023

24 Nos. of Capillary Tubes

220v, 50Hz

More Than 12000 RPM

Digital Timer (0 to 60 minutes)

355 x 410 x 280 mm

15.0 Kg. Net

Universal (AC/DC Carbon Brush Type)

Speed
Regulator

RPM
Indicator

Digital Up to 5 Digits : LCD Display

Step less Electronic

Digital Up to 5 Digits : LCD Display

Step less Electronic

Medium Centrifuge with Timer Auto Stop model

SKU

Type

Capacity

Mains Input

Max. Speed

Max. R.C.F. 

Size

Weight

Motor

Body

Timer

30208

4 x 15 ml

4 Nos. Tubes
(Swing Out head)

220v, 50Hz

More Than 3200 RPM

1600 x g

317 (W) x 317 (D) x 300 (H) mm

6.2 Kg. Net

Universal
(AC/DC Carbon Brush Type)

Aluminum Body

0 to 30 Minutes

30209

6 x 15 ml

6 Nos. Tubes
(Swing Out head)

220v, 50Hz

More Than 3200 RPM

1700 x g

317 (W) x 317 (D) x 300 (H) mm

6.2 Kg. Net

Universal
(AC/DC Carbon Brush Type)

Aluminum Body

0 to 30 Minutes

30210

8 x 15 ml

8 Nos. Tubes
(Swing Out head)

220v, 50Hz

More Than 3200 RPM

1800 x g

317 (W) x 317 (D) x 300 (H) mm

6.3 Kg. Net

Universal
(AC/DC Carbon Brush Type)

Aluminum Body

0 to 30 Minutes

30211

12 x 5 ml

12 Nos. Tubes
(Swing Out head)

220v, 50Hz

More Than 3200 RPM

1400 x g

317 (W) x 317 (D) x 300 (H) mm

6.3 Kg. Net

Universal
(AC/DC Carbon Brush Type)

Aluminum Body

0 to 30 Minutes

SKU

Type

Capacity

Mains Input

Max. Speed

Max. R.C.F. 

W x D x H

Weight

Motor

Body

30204

4 x 15 ml

4 Nos. Tubes
(Swing Out head)

220v, 50Hz

More Than 3200 RPM

1600 x g

317 x 317 x 300 mm

6.0 Kg. Net

Universal (AC/DC
Carbon Brush Type)

Aluminum Body

30205

6 x 15 ml

6 Nos. Tubes
(Swing Out head)

220v, 50Hz

More Than 3200 RPM

1700 x g

317 x 317 x 300 mm

6.0 Kg. Net

Universal (AC/DC
Carbon Brush Type)

Aluminum Body

30206

8 x 15 ml

8 Nos. Tubes
(Swing Out head)

220v, 50Hz

More Than 3200 RPM

1800 x g

317 x 317 x 300 mm

6.0 Kg. Net

Universal (AC/DC
Carbon Brush Type)

Aluminum Body

30207

12 x 5 ml

12 Nos. Tubes
(Swing Out head)

220v, 50Hz

More Than 3200 RPM

1400 x g

317 x 317 x 300 mm

6.0 Kg. Net

Universal (AC/DC
Carbon Brush Type)

Aluminum Body

Same picture as above model»

Beakers
Material: Polypropylene
Item Code: 80000, 80400 to 80404
Capacity : 50ml, 100ml, 250ml, 500ml, 1000ml & 
2000ml

Wash Bottles
Material: Low Density Polyethylene
Item Code: 80002, 80416 to 80418
Capacity : 125ml, 250ml, 500ml & 1000ml

Dropping Bottles
Material: Low Density Polyethylene
Item Code: 80107 & 80108
Capacity : 60ml & 125ml

Beakers (Euro Design)
Material: Polypropylene
Item Code: 80001, 80407 to 80413
Capacity : 25ml, 50ml, 100ml, 250ml, 500ml, 
1000ml, 2000ml & 5000ml

Wash Bottles (New Type)
Material: Low Density Polyethylene
Item Code: 80003, 80420 & 80421
Capacity : 125ml, 250ml & 500ml

Dropping Bottles (Euro Design)
Material: Low Density Polyethylene 
Item Code: 80109 to 80113
Capacity : 15ml, 30ml, 60ml, 125ml & 250ml

Reagent Bottles (Narrow Mouth)
Material: Polypropylene
Item Code: 80114 to 80122
Capacity : 4ml, 8ml, 15ml, 30ml, 60ml, 125ml, 
250ml, 500ml & 1000ml

Narrow Mouth Bottle
Material: Polypropylene
Item Code: 80129
Capacity : 4000ml

Heavy Duty Vaccum Bottle
Material: Polypropylene
Item Code: 80131
Capacity : 2000ml

Reagent Bottles (Wide Mouth)
Material: Polypropylene
Item Code: 80123 to 80128
Capacity : 30ml, 60ml, 125ml, 250ml, 500ml
& 1000ml

Wide Mouth Square Bottle
Material: Polypropylene
Item Code: 80130
Capacity : 4000ml

Carboy
Material: Polypropylene
Item Code: 80132 & 80133
Capacity : 10 Litres & 20 Litres


