
www.indosurgicals.com © IndoSurgicals Private Limited. All rights reserved.110 www.indosurgicals.com © IndoSurgicals Private Limited. All rights reserved.111

OT EQUIPMENT OT EQUIPMENT

hts reserved.

Operating voltage: 180 to 270 V/AC 50Hz

Power supply: 850V/DC

Dome: 22" Dia. Each

Light Power: 81x3 W

Light intensity: 180,000 to 210,000 Lux

Color Temp: 3800K to 6500K

»

»

»

»

»

»

60000 - OT Light LED Ceiling Twin Model

Single dome illumination: 130,000 Lux

Focus Dia at 1 mtr. distance: 110mm

Colour temp.: 6500K

Weight approx.: 20 Kg.

Power consumption: 100 watts. approx.

Life of light (LED): >40000 hours

Temp. at head rise:

»

»

»

»

»

»

»

60001 - OT Light LED
Ceiling Single Dome

01 - OT Light LED
ng Single Dome

Main dome 28" - 7 reflectors & satellite dome 20" -4 reflectors

Each fitted with a special halogen bulb 24V-70Watts

Complete with low voltage unit auto cut

Movements: Axial, Angular & radial

»

»

»

»

60002 - OT Light Ceiling Halogen Twin
Model (7+4)

Main & satellite dome 19" single reflector.

Each fitted with a special halogen bulb of 24V-150 Watts

One stand by bulb fitted in each reflector

Complete with low voltage unit auto cut.

Movements: Axial, angular & radial

»

»

»

»

»

60003 - OT Light Ceiling Halogen Twin
Model (19"+19")

28" dome - 7 reflectors.

Each fitted with a special halogen bulb 

of 24V-70 Watts

With low voltage unit auto cut.

Movements: Axial, angular & radial.

»

»

»

»

60004 - OT Light
Ceiling Halogen

20" dome-4 reflectors.

Each fitted with a special halogen bulb 

of 12V-50 Watts

With low voltage unit

Movements: Axial, angular & Radial.

»

»

»

»

60005 - Halogen Ceiling
OT Light

20" dome - 4 reflectors bulb: 12V-50 watts

Spring balance light

Inbuilt low voltage unit

»

»

»

60006 - OT Light 
Mobile Halogen

19" dome single reflector

Fitted with a special halogen bulb of 

24V-150 Watts.

With one standby bulb

Inbuilt low voltage unit

Mounted on heavy base with castors.

»

»

»

»

»

60007 - Halogen Mobile OT Light

20" dome - 4 reflectors

Fitted with four special halogen bulbs of 

12V-50Watts

With inbuilt low voltage transformer

With regulator mounted on heavy base 

with castors

»

»

»

»

60008 - Mobile OT Light Halogen

20" dome - 4 reflectors

Fitted with special halogen bulbs

With low voltage transformer

Mounted on heavy base with castors.

»

»

»

»

60009 - OT Light Mobile Halogen
Counter Weight Balance

18" dome single reflector

Fitted with special halogen bulb

With low voltage transformer

Mounted on heavy base with castors.

»

»

»

»

Adjustable Height: Flexible for various exams.

Step-Down Adaptor: Safe power supply.

Halogen Bulb: Bright, durable 12V, 50W light.

UV-Blocking Glass: Precise, safe 10° illumination.

»

»

»

»

Mobile: 100 cm floor lamp with castors.

Adjustable: 75 cm spring-loaded arm.

Bright: 100W bulb with 15 cm shade.

»

»

»

Ad

Ste

Ha

UV

»

»

»

»

12"/14" dome single reflector

Mounted on heavy base with castors.

220/230V AC

»

»

»

60011 - OT Light Mobile

60010 - OT Light Mobile Halogen
Counter Weight Balance

lector

al halogen bulb of 

bulb

unit

base with castors.

n Mobile OT Light

flectors

ial halogen bulbs

e transformer

avy base with castors.

ght Mobile Halogen
ght Balance

92010 - Halogen
Examination Light

p with castors.

-loaded arm.

cm shade.

92011 - Examination
Lamp/Light with Castors
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Examination Lamp Halogen Examination Lamp Examination Lamp
SKU: 60024 SKU: 60025 SKU: 60026

Examination Lamp
(Goose Neck)

Halogen Examination Light
(Plastic Base)

Halogen Examination Light
(Chrome Plated Base)

SKU: 60027 SKU: 60028 SKU: 60029

Focusable Halogen
Examination Light

Led Examination Light
(Chrome Plated Base)

Halogen Examination Light

SKU: 60030 SKU: 60031
SKU: 60032

Halogen Examination Light
(Ceiling)

Led Examination Light Led Examination Light

SKU: 60033
SKU: 60034 SKU: 60035

Led Examination Light
(Wall Mounted)

Led Examination Light
(Ceiling)

Led Examination Light
(Railing Model)

SKU: 60036 SKU: 60037 SKU: 60038

60020 - Hydraulic Operation Table

A Single Action Hydraulic pump Controlled by a Foot pedal. Fully S. S. covered 

base mounted on Heavy duty Castors with auto floor locking system. The 

detachable leg section provides easy lithotomy Positioning.

Five Section S. S. Top with large perineal cutout for drainage tray. built in kidney 

bridge. The Improved Hydraulic system Speed of lowering the table is perma-

nently set.

The table is finished with extra hand. Permanent finish. Ovan baked paint and all 

the accessories are stainless steel.

»

»

»

Salient Features

Anesthetic frame.

Padded side supports

Intravenous Armboard

Padded Shoulder Supports

lithotomy Leg holder with straps

Footrest with S. S. Top

»

»

»

»

»

»

Standard Accessories: 

Length of the table top: 180 to 195 cms

Width of the table top: 50 cms

Minimum Height: 80+5 cms

Hydraulic Lift: 95+5 cms

Lateral Tilt: 22°

Longitudinal Tilt: 30°

»

»

»

»

»

»

Technical Data: 

Water proof Rubber Mattress

radio-graphic Top

Neurosurgical Attachment

Geopel type lithotomy Crutches with straps

Orthopedic attachment

»

»

»

»

»

Optional Accessories: 
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60021 - OT Table Hydraulic C-Arm Compatible with Ortho Attachment

Four Sectional radiolucent top.

Eccentrically positioned top for maximum access for movement of C- Arm 

image intensifier.

Base and cover made of heavy & hygienic stainless steel sheet.

Mobile on smooth running castors and floor locking system for stability.

Leg section and head section are Interchangeable.

»

»

»

»

»

Salient Features

Overall length of table top: 1950 mm

Overall Width of table Top: 500 mm

Up-down Movement: 770-1020 mm

Kidney Section up: 150 mm

Trendelenburg position: 25°

Trendelenburg & Reverse Position: 25°

Lateral Tilt: 20°(both sides)

Leg Section: 90° down manual

»

»

»

»

»

»

»

»

Technical Data

Rubber Mattress Set

Anaesthetist Support

padded Shoulder Support

Wrist Strap

»

»

»

»

Arm Rest

Padded Lateral Support

Padded lithotomy Crutches

»

»

»

Standard Accessories: 

Specially designed for intra operative x-rays image intensifier.

Removable pelvis rest and x-ray translucent pelvis stem.

Stirring instruments allows flexion/raising of legs and stirring ball joints locked from 

foot-end.

Padded orthopaedic knee crutches provide support to the legs of the patient.

Two Traction devices on sliding spot with ball joint allowing flexion and rotations of foot, 

with traction shoes with metallic sole.

»

»

»

»

»

Orthopaedic Attachment's Features

60022 - OT Table Motorised C-Arm Compatible

Modern design Electric operation Table Radio Translucent Top 

for use of C-Arm Image Intensifier such as general surgery and 

certain special surgical procedure etc.

Eccentric position table column and inter changeable head & 

leg section for maximum use of C-Arm Image Intensifier.

Smooth and accurate positioning by remote control for Hi-LO, 

Trendelenburg / Reverse Trendelenburg, lateral Tilt & Head side 

Raising / Lowering

Base and Column are covered with stainless steel sheet

»

»

»

»

Salient Features

Trendelenburg & Reverse Trendelenburg: 25°

Lateral tilt: Both side 22°

Head Section Detachable: 90° up

Leg Section: 90° down (Manual)

Flex / Reflex: 30° / 220°

»

»

»

»

»

Positions:

Overall Length: 192cm

Width over side Railing: 57cm

Height 30° min. 40° Max.

Lift: 10 inches

»

»

»

»

Technical Data:

Universal Orthopedic Attachment

S.S. Instrument Tray with hanger

S.S. Urology Tray

Neuro Surgery Attachment

Arm Surgery Attachment

»

»

»

»

»

Optional Accessories: 

Convenient for visiting consultants, suitable for general surgical applications and compact and light weight size of the device.

Reduced RF distortion in other O.T. Equipment’s due to noiseless performance.

Patient plate monitoring facility, eliminate the risk of site burns.

Independent mono polar and bipolar output can be used simultaneously by foot switch and hand both.

All power modes are separately indicated by LED indicators.

Analog switch to set power intensity for different modes.

»

»

»

»

»

»

Mode

Monopolar Cut

Monopolar Coag

Monopolar Cut

Monopolar Coag

Sub Mode

Pure

Blend

Soft

Force

Pure

Blend

Soft

Force

Max. Rated Load

500 Ω

500 Ω

500 Ω

500 Ω

100 Ω

100 Ω

100 Ω

100 Ω

Max. RF Power

250 W

250 W

125 W

175 W

150 W

100 W

75 W

100 W

Electrosurgical Unit
(Diathermy Machine)
250 XL+

60052 - Electrosurgical Unit (Diathermy Machine) 250 MDD+

Convenient for visiting consultants, suitable for general surgical applications and compact and light weight size of the device. 

Reduced RF distortion in other O.T. Equipment’s due to noiseless performance. 

Patient plate monitoring facility, eliminate the risk of site burns. 

Independent mono polar and bipolar output can be used simultaneously by foot switch and hand both.

All power modes are separately indicated by LED indicators. 

Push button selector switch for controlling power intensity and selecting different modes. 

Digital display for set power intensity for different modes.

»

»

»

»

»

»

»

Mode

Monopolar Cut

Monopolar Coag

Monopolar Cut

Monopolar Coag

Sub Mode

Pure

Blend

Soft

Force

Pure

Blend

Soft

Force

Max. Rated Load

500 Ω

500 Ω

500 Ω

500 Ω

100 Ω

100 Ω

100 Ω

100 Ω

Max. RF Power

250 W

250 W

125 W

175 W

150 W

100 W

75 W

100 W

SKU : 60050
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60054 - Electrosurgical Unit (Diathermy Machine) 400 DX+

A tissue sensing technology used for all applications to deliver user consistent 

performance.

Reduce the frequent adjustment of power setting as the tissue changes.

Reduce the risk of collateral tissue damage due to sparkles and charring free power.

Minimize the patient recovery time by performing precise and clean cutting and 

coagulation.

Minimum RF distortion in other O.T. Equipment.

Patient plate fault monitoring system.

Auto monitoring facility, displays different error codes if any error occurs during use.

Two independent power activation of monopolar output, hand switch operation 

and foot switch operation.

Separate bipolar generator with foot switch operation.

»

»

»

»

»

»

»

»

»

Input: 220/240 VAC / 50Hz

Power Consumption: 750 VA Max.

Protection Class: 1

MDD: IIB

Input Fuse: 6 AMP

Output Control: Digital Display

Nominal Frequency: MDD360Khz

Max. Output Power: 400 W

Basic Construction: IEC-60501-1, IEC-60601-1-2

Dimension: 390*130*340mm

Ambient Temperature: 30-40 Deg. C

Weight: 6.5 Kg.

»

»

»

»

»

»

»

»

»

»

»

»

Technical Data:Watt (W)

400 W

350 W

250 W

200 W

175 W

150 W

150 W

100 W

150 W

Mono Cut

Pure

Blend

Endo Cut

Mono Coag

Soft

Force

Dessicate

Bipolar

Bi-CuT

Micro

STD

R (Ohm)

500 Ω

500 Ω

500 Ω

500 Ω

500 Ω

500 Ω

100 Ω

300 Ω

100 Ω

C Factor

1.5

Variable

Variable

1.5

Variable

Variable

1.5

60056 - Electrosurgical Unit (Diathermy Machine) 400 MATRIX+

A tissue sensing technology used for all applications to deliver user consistent 

performance.

Reduce the frequent adjustment of power setting as the tissue changes.

Reduce the risk of collateral tissue damage due to sparkles and charring free power.

Minimize the patient recovery time by performing precise and clean cutting and 

coagulation.

Minimum RF distortion in other O.T. Equipment.

Patient plate fault monitoring system.

Auto monitoring facility, displays different error codes if any error occurs during use.

Two independent power activation of monopolar output, hand switch operation 

and foot switch operation.

Separate bipolar generator with foot switch operation or hand (auto) operation, 

eliminates the need of foot switch while using auto mode.

»

»

»

»

»

»

»

»

»

Input: 220/240 VAC / 50Hz

Power Consumption: 750 VA Max.

Protection Class: 1

MDD: IIB

Input Fuse: 6 AMP

Output Control: Digital Display

Nominal Frequency: MDD360Khz

Max. Output Power: 400 W

Basic Construction: IEC-60601-1, IEC-60601-1-2

Dimension: 390*130*340mm

Ambient Temperature: 30-40 Deg. C

Weight: 6.5 Kg.

»

»

»

»

»

»

»

»

»

»

»

»

Technical Data:
Watt (W)

400 W

350 W

200 W

175 W

150 W

100 W

Monopolar Cut

Pure

Blend

Monopolar Coag

Soft

Force

Bipolar

Bi-CuT

Micro

Resistance (Ohm)

500 Ω

500 Ω

500 Ω

500 Ω

100 Ω

300 Ω

Crest Factor

1.5

Variable

1.5

Variable

60060 - Electrosurgical Unit (Diathermy Machine) 400 DEXTER

Tissue-Sensing Technology: Delivers consistent performance and reduces 

frequent power adjustments as tissue changes.

Precision and Safety: Minimizes collateral tissue damage with spark-free, 

charring-free power, enabling clean cutting and coagulation.

Enhanced Efficiency: Features patient plate fault monitoring, auto error code 

display, and minimal RF distortion for O.T. equipment.

Dual Monopolar Activation: Offers independent hand switch and foot switch 

operation for monopolar output.

Advanced Bipolar Operation: Includes a separate bipolar generator with optional 

auto mode, eliminating the need for a foot switch.

»

»

»

»

»

60058 - Electrosurgical Unit (Diathermy Machine) 400 PRIMO

Tissue-Sensing Technology: Ensures consistent performance with minimal power 

adjustments.

Enhanced Safety: Reduces collateral damage, sparking, and charring for precise cutting 

and coagulation.

Operational Efficiency: Includes patient plate fault monitoring and auto error display.

Versatile Functionality: Dual monopolar activation (hand/foot switch) and a bipolar 

generator with auto mode.

Minimal Interference: Low RF distortion for seamless integration with other O.T. equipment.

»

»

»

»

»

Input: 220/240 VAC / 50Hz

Power Consumption: 750 VA Max.

Protection Class: 1

MDD: IIB

Input Fuse: 6 AMP

Output Control: Digital Display

Nominal Frequency: MDD360Khz

Max. Output Power: 400 W

Basic Construction: IEC-60601-1, IEC-60601-1-2

Dimension: 390*130*340mm

Ambient Temperature: 30-40 Deg. C

Weight: 6.5 Kg.

»

»

»

»

»

»

»

»

»

»

»

»

Technical Data:Watt (W)

400 W

350 W

250 W

200 W

175 W

150 W

150 W

100 W

150 W

Monopolar Cut

Pure

Blend

Endo Cut

Monopolar Coag

Soft

Force

Spray

Bipolar

Bi-CuT

Micro

Auto

Resistance (Ohm)

500 Ω

500 Ω

500 Ω

500 Ω

500 Ω

500 Ω

100 Ω

300 Ω

100 Ω

Crest Factor

1.5

Variable

Variable

1.5

Variable

9

1.5

Input: 220/240 VAC / 50Hz

Power Consumption: 750 VA Max.

Protection Class: 1

MDD: IIB

Input Fuse: 6 AMP

Output Control: Digital Display

Nominal Frequency: MDD360Khz

Max. Output Power: 400 W

Basic Construction: IEC-60601-1, IEC-60601-1-2

Dimension: 390*130*340mm

Ambient Temperature: 30-40 Deg. C

Weight: 6.5 Kg.

»

»

»

»

»

»

»

»

»

»

»

»

Technical Data:Watt (W)

400 W

350 W

300 W

250 W

200 W

175 W

150 W

120 W

150 W

125 W

100 W

150 W

Monopolar Cut

Pure

Blend I

Blend II

Endo Cut

Monopolar Coag

Soft

Force

Dessicate

Spray

Bipolar

Bi-CuT

Macro

Micro

Auto

Resistance (Ohm)

500 Ω

500 Ω

500 Ω

500 Ω

500 Ω

500 Ω

500 Ω

500 Ω

100 Ω

300 Ω

300 Ω

100 Ω

Crest Factor

1.5

Variable

Variable

Variable

1.5

Variable

Variable

9

1.5

1.5
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Watt (W)

400 W

350 W

300 W

250 W

200 W

175 W

150 W

120 W

150 W

125 W

100 W

150 W

Monopolar Cut

Pure

Blend I

Blend II

Endo Cut

Monopolar Coag

Soft

Force

Dessicate

Spray

Bipolar

Bi-CuT

Macro

Micro

Auto

Sealer

Fine

Quick

Resistance (Ohm)

500 Ω

500 Ω

500 Ω

500 Ω

500 Ω

500 Ω

500 Ω

500 Ω

100 Ω

300 Ω

300 Ω

100 Ω

Level 5

Level 5

Crest Factor

1.5

Variable

Variable

Variable

1.5

Variable

Variable

9

1.5

1.5

This is a excellent multi functional high frequency electro surgical device with large 

vessel sealing up to 7 mm, for open and endoscopic procedure. User convenient 

facilities and settings with large visual overview of touch screen display which makes 

this device versatile. Confined setting of different modes and their applications 

comprises in compact lightweight unit due to innovative design. The high tech micro 

controller electro surgical system sense the density of all types of tissue and control 

the system to deliver the appropriate amount of energy, results precise cut and seal 

of tissue structure.

60062 - Electrosurgical Unit (Diathermy Machine) 400 PROSEAL+

60072 - Disposable Electrosurgical Control Pencil (3 Pin)

Gynecology

Urology( TURP )

Laparoscopic Surgeries

Endoscopy ( ERCP )

»

»

»

»

Oncosurgery

Neurosurgery, Spine

Arthroscopy

All other general surgical procedures.

»

»

»

»

Input: 220/240 VAC / 50Hz

Power Consumption: 750 VA Max.

Protection Class: 1

MDD: IIB

Input Fuse: 6 AMP

Output Control: Digital Display

Nominal Frequency: MDD360Khz

Max. Output Power: 400 W

Basic Construction: IEC-60601-1, IEC-60601-1-2

Dimension: 390*130*340mm

Ambient Temperature: 30-40 Deg. C

Weight: 6.5 Kg.

»

»

»

»

»

»

»

»

»

»

»

»

Technical Data:

ESU & Vessel Sealing Applications:

Ergonomic Design: The pencil is designed for comfort and precision, 

ensuring ease of use during prolonged surgical procedures.

3-Pin Connector: Compatible with standard electrosurgical units, providing 

reliable connectivity and efficient energy transfer.

Safety Features: Includes a protective sheath and integrated finger switch 

for enhanced safety and precise control.

Sterile and Disposable: Supplied in sterile packaging, reducing the risk of 

cross-contamination and eliminating the need for sterilization after use.

High Performance: Ensures precise cutting and coagulation with consistent 

power output, meeting the demands of various surgical applications.

»

»

»

»

»

60069 - Diathermy Earthpad Cable Type 2

Advanced Conductivity: Provides consistent and reliable electrical 

grounding for optimal energy transfer.

Robust Construction: Made with high-grade materials to withstand 

frequent use and maintain performance.

Enhanced Safety: Reduces the risk of electrical leakage or grounding faults, 

ensuring patient safety during procedures.

Wide Compatibility: Specifically designed for Type 2 diathermy systems 

and earth pads.

Flexible Design: Lightweight and easy to manage, allowing for quick setup 

and hassle-free operation.

»

»

»

»

»

60066 - Reusable Silicone Patient Plate / Pad Without Cable

Reusable Design: Built for long-term use, reducing waste and cost over time.

Premium Material: Made from medical-grade silicone for enhanced safety 

and reliability.

Cable-Free Convenience: Operates without a cable, streamlining the surgical 

setup.

High Conductivity: Ensures efficient energy transfer with minimal resistance.

Easy Maintenance: Simple to clean and sterilize, ensuring hygiene and 

compliance with medical standards.

Flexible and Durable: Adapts to various patient anatomies while maintaining 

structural integrity.

»

»

»

»

»

»

The Reusable Silicone Patient Plate/Pad is designed to ensure optimal safety and 

performance during surgical procedures. Crafted from high-quality silicone, it 

provides excellent conductivity and durability, making it an essential accessory for 

electrosurgical applications.

Key Features:

60068 - Diathermy Earthpad Cable Type 1

High-Quality Cable: Ensures consistent and secure electrical conductivity 

for precise energy transfer.

Durable Design: Constructed with robust materials to withstand repeated 

use in demanding surgical environments.

Safe and Reliable: Minimizes the risk of electrical leakage or grounding 

issues during procedures.

Compatibility: Universally compatible with Type 1 diathermy systems and 

earth pads.

Flexible and Lightweight: Easy to handle and connect, ensuring quick setup 

and user convenience.

»

»

»

»

»


