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SUCTION MACHINES & UNITS SUCTION MACHINES & UNITS

65000 - Suction Unit - MS (125 Ltrs./Min)

Housing : Powder coated anti corrosive MS 

Jars : Polycarbonate 2 X 4 Ltrs. capacity 

Overflow Protection : Mechanical type 

Tubing : Non – collapsible suction tubing 

Vacuum Gauge : 2.5 inch, 0-760 mmHg 

Filter : Bacterial filter autoclavable / reusable 

Pump Type : Oil free twin headed piston pump 

Capacity : -740 mmHg ± 10 at 120 – 125 LPM 

Noise Level :<50 dB A ± 3 Almost whispers 

Motor : Thermally protected 

Power : 220/230V AC, 50Hz, 820W 

Valves : Stainless Steel
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65001 - Suction Unit - MS (100 Ltrs./Min)

Housing : Powder coated anti corrosive MS 

Jars : Polycarbonate 2 X 2.5 Ltrs. capacity 

Overflow Protection : Mechanical type 

Tubing : Non – collapsible suction tubing 

Vacuum Gauge : 4 inch, 0-760 mmHg 

Filter : Bacterial filter autoclavable / reusable 

Pump Type : Oil free twin headed piston pump 

Capacity : -730 mmHg ± 10 at 95 – 100 LPM 

Noise Level :<50 dB A ± 3 Almost whispers 

Motor : Thermally protected 

Power : 220/230V AC, 50Hz, 480W 

Valves : Stainless Steel
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65002 - Suction Unit (60 Ltrs./min)

Housing : Powder coated anti corrosive MS 

Jars : Polycarbonate 2 X 2.5 Ltrs. capacity 

Overflow Protection : Mechanical type 

Tubing : Non – collapsible suction tubing 

Vacuum Gauge : 2 inch, 0-760 mmHg 

Filter : Bacterial filter autoclavable / reusable 

Pump Type : Oil free twin headed piston pump 

Capacity : -730 mmHg ± 10 at 55 – 60 LPM 

Noise Level :<50 dB A ± 3 Almost whispers 

Motor : Thermally protected 

Power : 220/230V AC, 50Hz, 180W 

Valves : Stainless Steel
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65003 - Suction Unit - MS (40 Ltrs./Min)

Housing : Powder coated anti corrosive MS 

Jars : Polycarbonate 2 X 2.5 Ltrs. capacity

Overflow Protection : Mechanical type 

Tubing : Non – collapsible suction tubing 

Vacuum Gauge : 4 inch, 0-760 mmHg 

Filter : Bacterial filter autoclavable / reusable 

Pump Type : Oil immersed rotary vane

Capacity : -720 mmHg ± 10 at 35 – 40 LPM

Noise Level :<50 dB A ± 3 Almost whispers 

Motor : ½ HP, FHP

Power : 220/230V AC, 50Hz, 370W 

RPM : 1440
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65004 - Suction Unit - MS (35 Ltrs./Min)

Housing : Powder coated anti corrosive MS 

Jars : Polycarbonate 2 X 2.5 Ltrs. capacity 

Overflow Protection : Mechanical type 

Tubing : Non – collapsible suction tubing 

Vacuum Gauge : 3 inch, 0-760 mmHg 

Filter : Bacterial filter autoclavable / reusable 

Pump Type : Oil immersed rotary vane

Capacity : -710 mmHg ± 10 at 32 – 35 LPM

Noise Level :<50 dB A ± 3 Almost whispers 

Motor : ¼ HP, FHP 

Power : 220/230V AC, 50Hz, 180W 

RPM : 1440
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65005 - Suction Unit - ABS (35 Ltrs./Min)

Housing : Complete ABS (Plastic)

Jars : Polycarbonate 2 X 2.5 Ltrs. capacity 

Overflow Protection : Mechanical type 

Tubing : Non – collapsible suction tubing 

Vacuum Gauge : 3 inch, 0-760 mmHg 

Filter : Bacterial filter autoclavable / reusable 

Pump Type : Oil free twin headed piston pump 

Capacity : -710 mmHg ± 10 at 32 – 35 LPM

Noise Level :<50 dB A ± 3 Almost whispers 

Motor : Thermally protected 

Power : 220/230V AC, 50Hz, 130W 

Valves : Stainless Steel
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65006 - Suction Unit - SS TOP (35 Ltrs./Min)

Housing : Powder coated anti corrosive MS 

Jars : Polycarbonate 2 X 2.5 Ltrs. capacity

Overflow Protection : Mechanical type 

Tubing : Non – collapsible suction tubing 

Vacuum Gauge : 3 inch, 0-760 mmHg 

Filter : Bacterial filter autoclavable / reusable 

Pump Type : Oil immersed rotary vane

Capacity : -710 mmHg ± 10 at 32 – 35 LPM

Noise Level :<50 dB A ± 3 Almost whispers 

Motor : ½ HP, FHP

Power : 220/230V AC, 50Hz, 370W 

RPM : 1440
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65007 - Suction Unit - SS (35 Ltrs./Min)

Housing : Complete stainless steel

Jars : Polycarbonate 2 X 1.5 Ltrs. capacity

Overflow Protection : Mechanical type 

Tubing : Non – collapsible suction tubing 

Vacuum Gauge : 3 inch, 0-760 mmHg 

Filter : Bacterial filter autoclavable / reusable 

Pump Type : Oil immersed rotary vane

Capacity : -710 mmHg ± 10 at 32 – 35 LPM

Noise Level :<50 dB A ± 3 Almost whispers 

Motor : ½ HP, FHP

Power : 220/230V AC, 50Hz, 370W 

RPM : 1440
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65008 - Suction Unit - Trolley Model
(35 Ltrs./Min)

Housing : Powder coated anti corrosive MS 

Jars : Polycarbonate 2 X 2 Ltrs. capacity 

Overflow Protection : Mechanical type 

Tubing : Non – collapsible suction tubing 

Vacuum Gauge : 2 inch, 0-760 mmHg 

Filter : Bacterial filter autoclavable / reusable 

Pump Type : Oil free twin headed piston pump 

Capacity : -720 mmHg ± 10 at 32 – 35 LPM

Noise Level :<50 dB A ± 3 Almost whispers 

Motor : Thermally protected 

Power : 220/230V AC, 50Hz, 130W 

Valves : Stainless Steel
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65009 - Suction Unit - MS (30 Ltrs./Min)

Housing : Powder coated anti corrosive MS 

Jars : Polycarbonate 2 X 1.5 Ltrs. capacity

Overflow Protection : Mechanical type 

Tubing : Non – collapsible suction tubing 

Vacuum Gauge : 2.5 inch, 0-760 mmHg 

Filter : Bacterial filter autoclavable / reusable 

Pump Type : Oil immersed rotary vane

Capacity : -710 mmHg ± 10 at 25 – 30 LPM

Noise Level :<50 dB A ± 3 Almost whispers 

Motor : ¼ HP, FHP

Power : 220/230V AC, 50Hz, 180W 

RPM : 1440
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65010 - Suction Unit - MS (30 Ltrs./Min)

Housing : FRP (Painted)

Jars : Polycarbonate 2 X 2.5 Ltrs. capacity 

Overflow Protection : Mechanical type 

Tubing : Non – collapsible suction tubing 

Vacuum Gauge : 2 inch, 0-760 mmHg 

Filter : Bacterial filter autoclavable

Pump Type : Oil free pistol pump

Capacity : -710 mmHg ± 10 at 25 – 30 LPM

Noise Level :<50 dB A ± 3 Almost whispers 

Motor : Thermally protected

Power : 220/230V AC, 50Hz, 110W 

Valve : Synthetic rubber
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65011 - Bedside Suction Unit - SS Base
(30 Ltrs./Min)

Base : Stainless steel

Jars : Glass 2 X 2 Ltrs. capacity

Overflow Protection : Mechanical type 

Tubing : Non – collapsible suction tubing 

Vacuum Gauge : 2.5 inch, 0-760 mmHg 

Filter : Bacterial filter autoclavable / reusable 

Pump Type : Oil free rotary vane

Capacity : -710 mmHg ± 10 at 25 – 30 LPM

Noise Level :<50 dB A ± 3 Almost whispers 

Motor : ¼ HP, FHP

Power : 220/230V AC, 50Hz, 180W 

RPM : 1440
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65012 - Suction Unit - ABS (20 Ltrs./Min)

Housing : Complete ABS (Plastic)

Jars : Polycarbonate 1000ml capacity

Overflow Protection : Mechanical type 

Tubing : Non – collapsible suction tubing 

Vacuum Gauge : 2 inch, 0-760 mmHg 

Filter : Bacterial filter autoclavable

Pump Type : Oil free rocker piston pump

Capacity : -600 mmHg ± 10 at 15 – 20 LPM

Noise Level :<50 dB A ± 3 Almost whispers 

Motor : Shared pole

Power : 220/230V AC, 50Hz, 90W 

Valves : Synthetic rubber
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65013 - Suction Unit - AC/DC, ABS
(30 Ltrs./Min)

Housing : ABS (Plastic) with SS back

Jars : Polycarbonate 1000ml capacity

Overflow Protection : Mechanical type 

Tubing : Non – collapsible suction tubing 

Vacuum Gauge : 2 inch, 0-760 mmHg 

Filter : Bacterial filter autoclavable / reusable 

Pump Type : Oil free rocker piston pump

Capacity : -650 mmHg ± 10 at 25 – 30 LPM

Noise Level :<50 dB A ± 3 Almost whispers 

Motor : PMDC

Power : 220/230V AC / 12V DC

Backup : 4 Hours
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65014 - Suction Unit - AC/DC, MS
(15 Ltrs./Min)

Housing : Powder coated anti corrosive MS 

Jars : Polycarbonate 1500ml capacity

Overflow Protection : Mechanical type 

Tubing : Non – collapsible suction tubing 

Vacuum Gauge : 2 inch, 0-760 mmHg 

Filter : Bacterial filter autoclavable

Pump Type : Oil free rocker piston pump

Capacity : -580 mmHg ± 10 at 12 – 15 LPM

Noise Level :<50 dB A ± 3 Almost whispers 

Motor : PMDC

Power : 220/230V AC / 12V DC

Backup : 120 Minutes

»

»

»

»

»

»

»

»

»

»

»

»

65015 - Suction Unit - Dual Power -
(45 Ltrs./min) (Electric cum Manual)

Housing : MS Powder Coated, SS Top on two wheels

Capacity (Electrical) : -600mm Hg ± 10 , 45 Ltrs/ min

Capacity (Pedal) : -600mmHg ± 10 , 200ml/ Stroke

Pump Type : Electric - Diaphragm / Pedal - Piston

Jars : 2 x 2 Ltrs Polycarbonate Jar

Filter : Bacterial filter autoclavable / reusable 

Tubing : 10mmID x 2 mtr. (PVC)

Vacuum Gauge : 6.25 cm dia 0-760mmHg calibration.

Power : 220 V AC, 50 / 60 Hz, 90Watt

Noise Level : 55 dB A ± 3

Overflow Safety : Dual Mechanical
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65016 - Foot Suction Unit - Plastic

Housing : Plastic Moulded

Capacity : -600 mm Hg ± 10 , 200 ml / Stroke

Pump Type : Piston Pump

Jars : 1 x 1 Ltr Polycarbonate Jar

Filter : Bacterial Filter Autoclavable/Reusable

Tubing : 8 mm ID x 2 mtr. (Silicon)

Vacuum Gauge : 5 cm dia 0-760 mm Hg calibration.

Overflow Safety : Mechanical

Accessories : Tool Kit, Filter Paper & Push-in Nozzle.
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65017 - Foot Suction Unit - MS Base

Base : Powder coated heavy MS base

Jars : Polycarbonate 1000ml capacity with over flow 

system & ABS lid

Tubing : Non – collapsible suction tubing

Vacuum Gauge : 2 inch, 0-760 mmHg

Filter : Bacterial filter autoclavable reusable

Pump Type : Heavy piston pump

Capacity : -600 mmHg ± 10 at 200ml per stroke

Operated : Manual
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65018 - Handheld Suction Unit

Sturdy & non-tiring handheld suction unit

Handheld portable suction unit designed to provide 

quick and effective suction for multiple emergency use

Vacuum (Max.) : 450 mmHg

Disposable container volume : 300ml

Operating environmental temperature : -20 deg. To 

+50 deg. C

Storage environmental temperature : -40 deg. To +60 

deg. C
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Hollenback Carver
SKU : 21001

Retraction Cord Packer
SKU : 21002

Ward Carver
SKU : 21003

Tanner Carver
SKU : 21004

Reeves Porcelain and Wax Carver
SKU : 21005

Vehe Porcelain and Wax Carver
SKU : 21006

Walls Carver
SKU : 21007

Lecron Porcelain and Wax Carver
SKU : 21008

Cleoid Discoid Carver
SKU :  21009

Crane-Kaplan Dissector
SKU : 21010

Burnisher
SKU : 21011

Ball Burnisher
SKU : 21012

Bayonet Elevator
SKU : 21013

Coupland Root Elevator
SKU : 21014

Heidbrink Root Elevator
SKU : 21015


